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UNDERMOUNT CUT OUT

-

Important. to the fabricator / installer:
The cut out size indicated is flush with
the bowl edge with a minimun raius
where apprapriate

You should confirm with your client if
the warksurface cutout is to be cut
flush, inside or outside this suggested
perineter size

If you create the cutout smaller or
Larger than the indicated size then
same accessories may not fit carrectly,
All details are provided in goad faith
and within the Folerances of the
manufacturing pracess

We recommend that a test cufout is
made in scrap timber and checked
against the actual sink supplied befare
camnitting to cutfing the worksurface
Abode can nat

problems or costs incurred by failure
to follow this advise,
AWI0 v1(c) abode 2009
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498

INSET

CUl oul

484

Important_ ta the fabricator / installer:
All details are provided in gaod faith and within
the folerances of the manufacturing pracess

We reconmend fhat a fest cufout is made in scrap
timber and checked against the actual sink
supplied befare committing to cutting the
worksurtace

Abade can not accept liabllity for problems or
costs incurred by failure to fallow his advise
AWI010 1 [c] zbode 2009

TO INSET FIT; CREATE A

THE WORKTOP TO ALLOW
CLEARANCE FOR THE
OVERFLOW BODY
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NOTCH IN THE UNDERSIDE OF
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